








 

o n e  R o b o T ,  U n l i m i T e d  P o s s i b i l i T i e s

 

510 PackBot is a modular, multi-mission robot. Powered by iRobot® Aware® 2 robot  

intelligence software, the robot’s digital architecture accommodates a wide variety  

of interchangeable payloads that enable multiple missions. 510 PackBot is quickly  

configured based on the needs of the mission and easily adapts to the ever-changing  

requirements of bomb identification and other life-threatening missions.

Sensors

1.   Fido - page� 4

2.   The�rmal Came�ra  - page� 4

3.   HazMat - page� 6

Arms and Payloads 

4.   Manipulator 1.0 (510 3-Link Arm) -  page� 3

5.    Came�ra Arm (CAM) -  page� 3

6.    Small Arm Manipulator (SAM) -  page� 3

7.   Enhance�d Aware�ne�ss Payload (EAP) -  page� 4

8.   Use�r Assist Package� (UAP) -  page� 4

For more information about 510 PackBot, contact iRobot by  

e-mail at sales@irobot.com.
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Radios and Fiber Spoolers

9.   4.9 GHz Communications Package� - page� 15

10. 2.4 GHz Radio OCU Module� - page� 15

11.  Unive�rsal SmartSpoolTM  
Fibe�r Optic Spoole�r - page� 16

Tools

12.  Route� Cle�arance� Kit - page� 10

13.  Me�chanical Cable� Cutte�r - page� 9

14.  He�ad-Mounte�d Hook - page� 8

15.  PAN Disrupte�rTM Mount - page� 13

10 1311 149 12 15



13

M
ou

nt
s 

an
d 

Di
sr

up
te�

rs iRobot platforms support a variety of disrupters. Disrupters can be electrically 

initiated or Shock Tube initiated. Contact disrupter manufacturer for details.  

Electrical initiation can be provided by iRobot PackBot Safe Firing System.  

Shock Tube initiation requires the Single Channel Shock Tube Initiator. 

Note: Robots incapable of firing disrupters due to their original configurations can be adapted to accept  
disrupters. Contact iRobot for more information.

PAN Disrupte�rTM Mount

Allows e�asy installation of the� PAN Disrupte�r on Link 2 of the� iRobot  
510 PackBot. Include�s two inte�grate�d lase�r sights. Gas shock absorbe�rs 
dissipate� re�coil whe�n the� disrupte�r is fire�d, e�nsuring robot safe�ty and minimal 
re�coil. Link 2 QuickClamp Acce�ssory Mount is re�quire�d for installation.  
Firing the� PAN Disrupte�r also re�quire�s Single� Channe�l Shock Tube� Initiator 
(16637). Pe�rcussion-Actuate�d Non-e�le�ctric (PAN) Disrupte�r is available�  

from Ide�al Products Inc. at 859.881.8665 or www.idealproductsinc.net.

Part # 17955 

Che�mRing Re�coille�ss  
Disrupte�r Mount

Attache�s at Link 2 QuickClamp  
Acce�ssory Mount. Include�s two  
inte�grate�d lase�rs for sighting.  
This mount attache�s and de�tache�s 
from clamp in se�conds. Supports 
Che�mRing RE12-12, RE50-28 M2 
and RE70 M3. Link 2 QuickClamp  
Acce�ssory Mount is re�quire�d to 
install this disrupte�r mount.  
Orde�r disrupte�rs dire�ctly from 

www.chemringeod.com.

Part # 14111

PAN Disrupte�rTM Mount
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Proparms 12.5 mm  
Re�coille�ss Disrupte�r Mount

Modular clamp syste�m attache�s  
at QuickClamp Fire�se�t and  
QuickClamp Acce�ssory Mount  
to support the� Proparms  
12.5 mm Re�coille�ss Disrupte�r.  
This mount attache�s and  
re�move�s from clamp in  
se�conds. Orde�r Proparms  
disrupte�rs dire�ctly from  
www.proparms.com

Part # 14063

For more information or a quote, contact iRobot at sales@irobot.com or toll-free in the U.S. at 888.776.2687.  
International customers, call +(1) 781.430.3090.

Pe�raDis® .45 Calibe�r  
Re�coille�ss Wate�r Disrupte�r

Initiate�d by a spring loade�d  
firing pin, unlike� othe�r de�signs  
that use� e�le�ctrically initiate�d  
cartridge�s. Conse�que�ntly,  
avoid EMC proble�ms, the� safe�ty  
conce�rns with re�gards to air  
transport and the� high storage�  
cost of e�le�ctrically initiate�d  
cartridge�s. Sold dire�ctly from  
ELP and warranty information is  
provide�d by the� manufacture�r.  

Visit www.elp-gmbh.de 

Single� Channe�l Shock  
Tube� Initiator

Give�s use�rs the� ability to initiate�  
shock tube� from the� firing circuit on  
the� Safe� Firing Syste�m. Attache�s to the�  
he�ad-mounte�d QuickClamp Fire�se�t. 
Mounts and dismounts from robot in 
se�conds. Good for 10,000 shots.  
For disrupte�rs that re�quire� shock tube� 

initiation such as PAN disrupte�rs.

Part # 16637 

Proparms 20 mm  
Re�coille�ss® Disrupte�r Mount

Modular clamp syste�m attache�s  
at Link 2 QuickClamp Acce�ssory  
Mount to the� Proparms 20 mm  
Re�coille�ss Disrupte�r. QuickClamp  
Acce�ssory Mount is re�quire�d to install  
this disrupte�r mount. Attache�s and  
re�move�s from clamp in se�conds.  
Orde�r Proparms disrupte�rs dire�ctly  

from www.proparms.com

Part # 14064

CMD Spool Kit

Allows the� ope�rator to place� a charge�, 
the�n back off to a safe� standoff  
distance� be�fore� firing the� de�vice�  
using the� safe� firing circuit. Guide� bail 
ke�e�ps firing cable� (25 m) outspooling 
smoothly. Spool attache�s and re�move�s 
from mount in se�conds without tools. 
Mount attache�s to the� QuickClamp 

Fire�se�t for compatible� robots. 

Part # 13647

Safe� Firing Syste�m Ke�y or 
Code� Plug Kit 

Ke�y is inte�rchange�able� with PackBot 
EOD and 510 PackBot with EOD Kit.  
No re�programming re�quire�d. Inse�rt 
ke�y in firing circuit and use� as  

normal. Include�s iRobot-logo lanyard.

Part # 12126  
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For more information or a quote, contact iRobot at sales@irobot.com or toll-free in the U.S. at 888.776.2687.  
International customers, call +(1) 781.430.3090.

2.4 GHz Radio  
OCU Module�

Enable�s compatibility be�twe�e�n  
the� 2.4 GHz radio and the� Ope�rator 
Control Unit. Include�s 2.4 GHz Radio  
OCU module� and ante�nna. 

Part # 4208731 
(for 510 PackBot configurations)

4.9 GHz Communications  
Package� for Laptop OCU

Include�s 4.9 GHz radio payload with 
inte�gral ante�nna that fits in the� PackBot 
payload bay and e�xte�rnal radio with 
inte�gral ante�nna that mounts to the�  
outside� of OCU.

Part # 4182668  
(for 510 PackBot configurations)

CommSe�le�ctTM 5140 Kit  
for PCC

Communications link providing 
improve�d radio pe�rformance� that is 
le�ss susce�ptible� to inte�rfe�re�nce� from 
source�s of 2.4 GHz noise�. Include�s 
radio payload with inte�gral ante�nna 
that fits in the� PackBot payload bay 
and e�xte�rnal radio with inte�gral 
ante�nna that mounts to the�  

outside� of PCC. 

Part # 4153795

Fibe�r-Ethe�rne�t Conve�rte�r Box 
and OCU Fibe�r Module�

Enable�s compatibility be�twe�e�n  
the� Unive�rsal SmartSpool™  
Fibe�r Optic Spoole�r and the�  
Ope�rator Control Unit. 

Part # 4180888 
(for 510 PackBot configurations)

Image shown is for OCU 
Fiber Module.

OCU Radio Module�  
Prote�ctive� Cove�r

Prote�cts uninstalle�d OCU radio 
module�s. Include�s adjustable�  
nylon strap with male�/fe�male�  

side�-re�le�ase� buckle�.

Part # 4245848



Unive�rsal SmartSpool™  
Fibe�r Optic Spoole�r

Allows ope�rator to drive� robot with  
fibe�r optic cable�. Include�s 721 ft. 
(220 m) of optical fibe�r, automatic 
payout and re�wind to minimize� tangle� 
and e�xce�ss te�nsion. Additional  
software� may be� re�quire�d.  
Note: Fiber Ethernet Converter Box & 
OCU Fiber Module (Part # 4180888) 
is sold separately. 

Part # 18335

Spare� Fibe�r Optic Cable�  
Spool (220 m)

Part # 12124

4.9 GHz Large� Patch Ante�nna 
with Pole� Mount Kit

Enable�s the� ope�rator to wire�le�ssly 
communicate� with a robot from  
farthe�r standoff distance�s. Include�s 
4.9 GHz dire�ctional ante�nna, pole� 
mount and a 3.5 m ante�nna cable�. 
Use� with laptop OCU and 4.9GHz 
Radio OCU Module�. 
Note: Compatible with 510 FasTac 
and robots configured with  
4.9 GHz CommSelect payload  

(Part # 4182668).

Part # 4248592

4.9 GHz Omni Ante�nna with 
Ve�hicle� Magne�t Mount Kit

Enable�s ope�rator to wire�le�ssly  
communicate� with a robot from 
inside� a ve�hicle�. Include�s 4.9 GHz  
omni ante�nna, disc magne�t, two 18” 
fle�xible� adapte�r coaxial cable�s and a 
20-foot, low-loss coaxial cable�. Use� 
with laptop OCU and 4.9 GHz Radio 
OCU Module�.  
Note: Compatible with 510 FasTac 
and robots configured with  
4.9 GHz CommSelect payload  
(Part # 4182668).

Part # 4196154

2.4 GHz Long Range�  
Ante�nna Kit 

Incre�ase�s PackBot’s wire�le�ss radio 

communications from ~300 m to ~800 

m (line� of sight). Use�s two high-gain 

dire�ctional ante�nnas. Two 3.5 m 

ante�nna cable�s include�d. Wate�rproof 

and dustproof de�sign. Cable�s scre�w 

onto standard PCC and OCU ante�nna 

conne�ctors.

Ve�hicle� Mounte�d Ante�nna 

Ve�rsatile� clamp attache�s ante�nna  

to military ve�hicle�s and structure�s.  

Disasse�mble�s into compact  

transportable� module�s. Ele�vate�s  

ante�nnas 2.5 m above� clamp  

mounting point.

Part # 9484

Tripod Mounte�d Ante�nna 

Include�s tripod with adjustable� le�gs.

Part # 13971
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BB-2590/U Batte�ry Adapte�r 
for PCC

Enable�s PCC ope�ration with  
BB-2590/U batte�rie�s. Provide�s  
additional in-fie�ld OCU runtime� 
without AC powe�r source�.  
Batte�ry hot-swap capable�, if use�d  
in conjunction with de�fault NiCad  
Batte�rie�s. Include�s batte�ry plug 
re�te�ntion strap. 
Note: Power connector  

compatible with PCC only.

Part # 4235399Military Model

BB-2590/U Batte�ry Adapte�r 
for AMREL® OCU

Enable�s AMREL® OCU  
ope�ration and re�charging  
with BB-2590/U batte�rie�s.  
Provide�s additional in-fie�ld OCU 
runtime� without AC powe�r source�. 
Batte�ry hot-swap capable�. Include�s 
batte�ry plug re�te�ntion strap.

Industrial mode�l  
Power connector compatible with industrial 
AMREL® only.

Part # 4216025

Military mode�l  
Power connector compatible with military 
AMREL®  only.

Part # 4244214 

AC Adapte�r Kit for PCC

Produce�s re�gulate�d 24 Volts for PCC  
e�xte�rnal powe�r. Kit include�s AC adapte�r 
that acce�pts 120-240 AC Voltage� input 
range�. Plugs into standard PCC e�xte�rnal 
24 Volt DC-in conne�ctor. Modular cord 

se�t allows adaptation to local mains. 

Part # 13618

AC to DC Powe�r  
Supply Cable� for  
AMREL® OCU 

This adapte�r e�nable�s a robot  
ope�rator to simultane�ously  
ope�rate� the� AMREL® OCU and 
charge� the� OCU’s primary  
batte�ry via e�le�ctrical powe�r outle�ts 
100–240VAC, ~1.2A, 50-60Hz. 

Industrial mode�l  
Power connector compatible with 
industrial AMREL® OCU model only.

Part # 15949

Military mode�l  
Power connector compatible with 
military AMREL® OCU model only.

Part # 4266653

Industrial Model

Military Model

Industrial Model

For more information or a quote, contact iRobot at sales@irobot.com or toll-free in the U.S. at 888.776.2687.  
International customers, call +(1) 781.430.3090.



Inve�rte�r 12/24 Volt for PCC

Allows mobile� ope�ration of the� PCC 
without batte�rie�s. PCC is powe�re�d by  
12 Volt or 24 Volt on-board ve�hicle� 
powe�r source�. Include�s a car/truck 
conne�cting cable� (plugs into cigare�tte� 
lighte�r), a PCC conne�cting cable�,  
and one� inve�rte�r. According to CE  
Dire�ctive� 93/68/EEC, the� de�vice� be�ars 
the� CE-Labe�l. Sold dire�ctly from ELP 
and warranty information is provide�d  
by the� manufacture�r.  
Visit www.e�lp-gmbh.de�

DC Powe�r Cable� for PCC 

Allows PCC to be� powe�re�d dire�ctly 
by 24 Volt military ve�hicle�s. 3 m long 
cable� allows fle�xible� cable� routing. 
Plugs into standard PCC. Exte�rnal  
24 Volt DC-in conne�ctor.  

Use�s tinne�d le�ads.

Part # 12128 

AC Powe�r Cable� for PCC

Adapts to your MicroCharge�r Powe�r 
Cable� to allow you to powe�r the� PCC 

from an AC wall outle�t.

Part # 12129

Includes cable only;  
AC Adapter not included.

PackBot with retro-traverse 
If communications are disrupted during operations,  

the robot retraces its approach path to restore them.
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For more information or a quote, contact iRobot at sales@irobot.com or toll-free in the U.S. at 888.776.2687.  
International customers, call +(1) 781.430.3090.

Dual BB-2590/U Batte�ry  
Charge�r Adapte�r

Use�d with the� appropriate� batte�ry 
charge�r, adapte�r charge�s one� or two 
BB-2590/U batte�rie�s in 3.5 hours or le�ss. 
Adapte�r re�quire�d for use� with the�  
BB-2590/U Batte�ry Charge�r, Dual,  
High Rate� (Part # 18586) and  
BB-2590/U Batte�ry Charge�r, 8 Bay,  
High Rate�  

(Part # 18587).

Part # 4180844 
Listed on GSA 

BB-2590/U Batte�ry  
Charge�r, Single�, Low Rate� 

Single�-station batte�ry charge�r for  
BB-2590/U batte�rie�s. Charge�s  

BB-2590/U within 10 hours.

Part # 18584  
Listed on GSA 

BB-2590/U Batte�ry Charge�r, 
Single�, Me�dium Rate� 

Single�-station batte�ry charge�r can be� 
powe�re�d from 115/230 Vac, 50/60 Hz 
mains powe�r or from 12Vdc automotive� 
powe�r source�s. Unit charge�s BB-2590/U 

in six hours or le�ss.

Part # 18585   
Listed on GSA 

BB-2590/U Lithium Batte�ry 

Re�charge�able�, 24V lithium ion  
batte�ry with state�-of-charge�  
display. Use� of two BB-2590/U  
batte�rie�s pe�r cradle� re�comme�nde�d  
for optimum pe�rformance�. Che�ck  
with shippe�r for dome�stic and  
inte�rnational shipping guide�line�s.  
(Some� robots also re�quire� the�  
BB-2590/U Batte�ry Re�trofit  

Kit – Part # 18616.)

Part # 4151798  

BB-2590/U Batte�ry Charge�rs 

Portable� for fie�ld and de�pot use�. Charge� a wide� range� of batte�rie�s for military 
communications and othe�r e�le�ctronics. Easy-to-use�, with LED indicator lights. 
Charging syste�m is upgrade�able� in the� fie�ld or de�pot through the� RS232 port.

Dual Batte�ry Charge�r,  
High-Rate�

Charge�s two batte�rie�s simultane�ously  
in thre�e� hours or le�ss.  
Note�: Requires one Dual BB-2590/U  
Battery Charger Adapter  

(Part # 4180844).

Part # 18586 
Listed on GSA 

Eight-Bay Batte�ry Charge�r,  
High-Rate�

Charge�s e�ight batte�rie�s in e�ight  
hours or le�ss. (Charge�s two batte�rie�s  
simultane�ously, with six batte�rie�s  
in que�ue�.)  
Note: Requires four Dual  
BB-2590/U Battery Charger Adapters 
(Part # 4180844).

Part # 18587 
Listed on GSA 



Po
w

e�r
 A

cc
e�s

so
rie�

s

20

NiCad Batte�ry Pack  
with LCD Batte�ry  
Powe�r Display

Compatible� with all PackBot robots 
and se�le�cte�d robot control units, 

such as the� PCC. 

Part # 11076 
Listed on GSA 

NiCad Batte�ry  
Strap Kit

Incre�ase�s run time� of the� PackBot 
by allowing installation of additional 
NiCad batte�rie�s in one� (or both) of 
the� two re�ar batte�ry ports.  

(One� kit pe�r batte�ry re�quire�d.)

Part # 8009

NiCad Batte�ry  
Discharge�r Kit

Discharge�s NiCad Batte�ry Packs 
for mainte�nance� conditioning 
cycle�s de�signe�d to re�cove�r batte�ry 
capacity. Discharge�s up to four 
batte�rie�s simultane�ously. House�d in 

a portable�, se�lf-cooling case�.

Part # 12771

Cigare�tte� Lighte�r Adapte�r for 
MicroCharge�r

Allows dire�ct conne�ction of the� 
MicroCharge�r to the� on-board ve�hicle� 
powe�r source�, whe�the�r it’s 12 Volt or 
24 Volt. 2 me�te�r conne�cting cable�  
allows fle�xible� cable� routing. Include�s 
2 conne�cting cable�s. Sold dire�ctly 
from ELP and warranty information is 
provide�d by the� manufacture�r.  

Visit www.elp-gmbh.de

Single� and Dual  
MicroCharge�r Kits

To charge� NiCad batte�ry packs. 
Dustproof and wate�rproof housing. 
24 Volt DC input option for military 
ve�hicle� installation. AC adapte�r  
acce�pts 120-240 voltage� range�. 
LEDs indicate� batte�ry status.  
Include�s modular cord se�t for  
adaptation to local mains, se�cure� 
mounting tabs and sturdy  

storage� case�. 

Single� MicroCharge�r Kit 

Part # 13084

Dual MicroCharge�r Kit

Part # 13086  
Listed on GSA 

RCV BB-2590/U Batte�ry  
Re�trofit Kit 

Re�trofits PackBot robots e�nabling use� of 
the� BB-2590/U Lithium ion re�charge�able� 
batte�ry in curre�nt use�. Plug-and-play kit 
include�s a cradle� that accommodate�s 
two batte�rie�s. Use� of two BB-2590/U 
batte�rie�s re�comme�nde�d for optimum 
pe�rformance�.  

BB-2590/U batte�rie�s not include�d.

Part # 18616
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Single� Hand Controlle�r Kit with 
Fische�r Conne�ctor

For use� with a pre�viously purchase�d 
PCC and/or syste�m with hand controlle�r 
software� support e�nable�d. Also for use�  
as an additional controlle�r. Include�s  
one� hand controlle�r, a quick re�fe�re�nce�  
guide� and supporting docume�ntation.  
Easy-to-le�arn and use�, the� hand  
controlle�r improve�s e�ase�-of-ope�ration 

and re�duce�s on-robot training time�. 

Part # 17364 

Single� Hand Controlle�r Kit  
with USB

For use� with the� rugge�d laptop Ope�rator 
Control Unit (OCU). Include�s one� hand 
controlle�r, a quick re�fe�re�nce� guide�  
and supporting docume�ntation.  
Easy-to-le�arn and use�, the� hand  
controlle�r improve�s ope�ration and 

re�duce�s training time�. 

Part # 17384

Hand Controlle�r  
Upgrade� Kit

Allows the� use�r to make� a le�gacy PCC 
compatible� with the� ne�w Hand Controlle�r. 
Include�s two hand controlle�rs with  
Fische�r conne�ctors, a hard drive� with 
mounting bracke�t, a Quick Re�fe�re�nce� 
Guide� and supporting docume�ntation. 
Easy-to-le�arn and use�, the� hand  
controlle�r improve�s e�ase�-of-ope�ration 

and re�duce�s on-robot training time�. 

Part # 16953 (for PackBot EOD) 

Part # 17839  (for PackBot (MTRS)  
MK1 MOD0) 



Audio and Vide�o Out Cable�  
for PCC

Conve�rts A/V signals to thre�e� standard 
RCA plugs. Plugs into standard PackBot 
PCC Audio Vide�o Out conne�ctor. Allows 
scre�e�n to be� displaye�d on composite� 
e�xte�rnal monitor and audio to be� playe�d 
ove�r spe�ake�rs. Full scre�e�n information 
and audio can be� re�corde�d to e�xte�rnal 
de�vice� (camcorde�r, DVD re�corde�r, VCR) 
in re�al time�. Cable� approximate�ly  

2 m in le�ngth. 

Part # 10636 

OCU Backpack

Provide�s non-ope�rational  
storage� and transport for laptop 
OCU, OCU acce�ssorie�s and manuals. 
Include�s adjustable� straps and  
rubbe�r grip carrying handle�.  

Available� in black only.

Part # 4244217

Ope�rator Control Unit

Rugge�d, lightwe�ight 15” AMREL® laptop. 
Anti-re�fle�ctive� LCD scre�e�n provide�s  
re�al-time� vide�o frommultiple� came�ras  
and a 3-D active� mode�l of the� robot’s 
orie�ntation. On-scre�e�n displays indicate� 
batte�ry powe�r, fibe�r and communications 
signal stre�ngth. All-we�athe�r ope�ration.  
Batte�ry powe�re�d; can be� use�d with  
supple�me�ntary powe�r supply. 

Part # 4271345 

 

Spare� Lithium-Ion Batte�ry for 
AMREL® OCU Laptop 

Re�charge�able� lithium-ion  
batte�ry for the� AMREL® OCU  
Laptop, 11.1 VDC, 7200 mAh.
Compatible with both Industrial and 
Military AMREL® OCU laptop models. 

Part # 15744

Be�hind-The�-He�ad He�adse�t  
with Microphone�

Comme�rcial he�adse�t with microphone� 
e�nable�s two-way communication 
through PackBot’s audio capable�  
payloads (the� 3-link Arm and EAP). 
Be�hind-the�-he�ad de�sign allows for use� 
with many he�lme�ts. 2.4 m cable�  
conne�cts to two standard 3.5 mm 
jacks. Include�s volume� control and 
mute� switch. Compatible� with AMREL®  

Rugge�d Laptop Controlle�rs. 

Part # 4185394 
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For more information or a quote, contact iRobot at sales@irobot.com or toll-free in the U.S. at 888.776.2687.  

International customers, call +(1) 781.430.3090.
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Programming Te�the�rs
Custom Ethe�rne�t and Se�rial  

cable� for inte�rfacing with  

PackBot chassis.

Part # 5606

Custom Ethe�rne�t and Powe�r  

cable� for inte�rfacing with  

PackBot PCC. 

NOTE: Must be used with  

MicroCharger Power Cable (Part 

#10162), AC Adapter Kit for PCC  

(Part #13618) or NiCad Battery Pack 

(Part #11076).

Part # 13805

Single� Wide� Payload Tub Kit
Include�s a plastic tub that spans  

a single� payload slot in the� re�ar

of any PackBot chassis; cove�r

plate�; inte�rnal mounting plate� for

se�curing payload compone�nts;

inte�grate�d payload conne�ctor and

Paybre�ak Light Kit that provide�

standard acce�ss to PackBot  

inte�rface�s; and a full se�t of spare�s.

Part # 4131560

Double� Wide� Payload Tub Kit
Include�s a plastic tub that spans

two payload slots in the� re�ar

of any PackBot chassis; cove�r

plate�; inte�rnal mounting plate� for

se�curing payload compone�nts;

inte�grate�d payload conne�ctor and

Paybre�ak Light Kit that provide�

standard acce�ss to PackBot  

inte�rface�s; and a full se�t of spare�s.

Part # 4131240

Triple� Wide� Payload Tub Kit
Include�s an aluminum tub that spans 

all thre�e� payload slots in the� re�ar of any 

PackBot chassis; cove�r plate�; inte�rnal 

mounting plate� for se�curing payload 

compone�nts; inte�grate�d payload  

conne�ctor and Paybre�ak Light Kit that 

provide� standard acce�ss to PackBot  

inte�rface�s; and a full se�t of spare�s.

Part # 4131243

AC Powe�r Adapte�r Kit
De�signe�d to facilitate� rapid

de�ve�lopme�nt on PackBot. Kit

include�s an AC powe�r source�

that plugs into the� side�-pod payload 

bay conne�ctor usually use�d by the� 

NiCad batte�ry.

Part # 13808

De�ve�lope�r acce�ssorie�s and se�rvice�s are� inte�nde�d to support third-party te�chnical
de�ve�lopme�nt and the� productization of the� re�sulting work. iRobot vie�ws collaboration
with e�xte�rnal de�ve�lope�rs as an e�sse�ntial way to provide� a broad range� of ne�w  
capabilitie�s to warfighte�rs and first re�sponde�rs.

Note: Several Developer Support Packages are available. Packages include a block of engineering support time,  
documentation, robot models and interface descriptions. For more information, contact devsupport@irobot.com.

Paybre�ak Light Kit 
De�signe�d to spe�e�d  

de�ve�lopme�nt on PackBot by providing 

standard e�le�ctrical inte�rface�s to the� 

syste�m. The� Paybre�ak Light Kit  

provide�s Ethe�rne�t, Re�gulate�d 5V and 

12V, Unre�gulate�d 18-30V and two 

NTSC vide�o channe�ls.

Part # 4131242
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Product Training

Make� e�ve�ry robot ope�rator an e�xpe�rt at controlling PackBot. iRobot offe�rs a  
wide� varie�ty of fle�xible� and targe�te�d training support package�s to me�e�t your product  
training ne�e�ds.

Taught by iRobot maste�r instructors, training course�s are� de�signe�d to me�e�t all le�ve�ls of  
ope�rator e�xpe�rie�nce� and can be� tailore�d to your spe�cific ne�e�ds. Course�s include� classroom  
instruction with compute�r-base�d le�arning and practical hands-on e�xe�rcise�s with the� robot  
that compre�he�nsive�ly cove�r ope�ration and mainte�nance�. Exe�rcise�s can be� tailore�d to the�  
e�xpe�rie�nce� le�ve�l and aptitude� of individual participants and le�arning is e�nhance�d with  
one�-on-one� coaching from the� instructor.

Training take�s place� at iRobot’s corporate� training ce�nte�r in Be�dford, Massachuse�tts  
or at your chose�n location. Training course�s are� one�, thre�e� or five� days.

For more� information, contact iRobot by e�-mail at training@irobot.com 

Product Support

iRobot offers a full range of product support:

Technical Support – Ge�t fast and accurate� answe�rs to your que�stions with te�chnical  
support by te�le�phone�, e�-mail and the� we�b.

Depot Repairs and Maintenance – To ke�e�p your robots in top ope�rational condition,  
e�xte�nsive� re�pair and mainte�nance� se�rvice�s are� available� at the� iRobot de�pot in Be�dford,  
Massachuse�tts and through a worldwide� ne�twork of ce�rtifie�d partne�rs and distributors.  
All high-usage� parts are� ke�pt in stock to re�duce� mainte�nance� time�s. 

Upgrades and Accessories – iRobot provide�s pe�riodic update�s to e�quip your robots with  
the� late�st hardware�, software�, fe�ature�s and functionality.

Service Plans – Annual cove�rage� include�s on-site� se�rvice�, ope�rator and mainte�nance� training, 
batte�ry re�place�me�nt, a mainte�nance� cre�dit for non-warranty re�pairs and te�chnical support.

An Extended Warranty – Prote�ct your robot with a one�-ye�ar e�xte�nsion of the�  
standard warranty. 

For more� information about product support, contact iRobot by te�le�phone� at +1.781.430.3030  
or e�-mail gisupport@irobot.com for ground robots or maritime�support@irobot.com  
for unde�rwate�r robots.



iRobot: The Robot Company

iRobot designs and builds robots that make a difference on the land and in the water. 

Founded in 1990, iRobot has two decades of experience at the forefront of the global 

robot industry. 

iRobot’s defense and security robots provide enhanced situational awareness, reduce risk 

and increase mission success. 

As a leader in the global robot industry, iRobot remains committed to providing platforms 

for invention and discovery, developing key partnerships to foster technological exploration 

and building robots that improve the quality of life and safety standards worldwide.

iRobot Corporation 

8 Crosby Drive� 

Be�dford, MA 01730 USA

Contact information 

888.776.2687  

(toll-fre�e� in the� U.S.) 

+1 781.430.3090  

(for inte�rnational calle�rs) 

sale�s@irobot.com

This lite�rature� has be�e�n compile�d for worldwide� circulation. While� ge�ne�ral information, picture�s and de�scriptions are� provide�d, some� illustrations and te�xt may include� product options and acce�ssorie�s NOT AVAILABLE in 
all re�gions. iRobot re�se�rve�s the� right to change� spe�cification, de�sign and price� of the� products de�scribe�d in this lite�rature� without notice�. The�se� ite�ms may be� on the� USML and re�quire� De�partme�nt of State� e�xport lice�nse�. 
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